
           47U   2 pieces front/back 2200x800x1000 HxBxT        WZ-IT-478010-69AA-2-011

           45U   2 pieces front/back 2136x800x  800 HxBxT        WZ-IT-458080-69AA-2-011
 
           42U   2 pieces front/back 2003x800x  800 HxBxT        WZ-IT-428080-69AA-2-011 
           42U   2 pieces front/back 2003x800x1000 HxBxT        WZ-IT-428010-69AA-2-011
           42U   2 pieces front/back 2003x800x1200 HxBxT        WZ-IT-428012-69AA-2-011
 
           33U   2 pieces front/back 1603x600x  800 HxBxT        WZ-IT-336080-69AA-2-011
 
           24U   2 pieces front/back 1203x600x  800 HxBxT        WZ-IT-246080-69AA-2-011
           24U   2 pieces front/back 1203x800x1000 HxBxT        WZ-IT-248010-69AA-2-011

 

           Variants          Number 19“ Frames Dimensions in mm        Article number

9

SZB IT 19“ Network cabinets

Applications:

Stand cabinets for the safe accommodation of 
active and passive components in 19 “technology in Interior. 
All openings in the floor and roof plate are included  
Untressed trimming. 
Various heights of the cupboards enable a great diversity. 
The cabinets can be on leveling feet, rollers or base. 
 
An extensive accessory program ensures that 
individual expansion according to personal  
Requirements.

Delivery:

• Stand cabinet 19 ” 
• full glass door with a metal frame and 3-point        
   Closure, alternatively perforated sheet metal door. 
• two side walls can be locked 
• shortened sheet metal door with 3he panel with brush                      
   strips, alternatively perforated sheet metal door 
• Roof prepared for fan insert 
• 19 “profile rails at the front and back 
• Equipment rail and ground line complete assembled 
• leveling feet

Other sizes and designs such as shared or 
undivided perforated doors on request.

Cabinets are delivered to Pallette.

Material:

Set profile made of 2mm steel sheet. 
Front glass door made of safety glass with sheet metal border 
Back door and side walls made of sheet steel 
Profile rails from Aluzink 
Instructors galvanized

Type of protection:

IP20 according to EN 60529

Surface:

The frame, roof, side walls and doors are 
Powder coated in lightgrey RAL7035. 
Also available in black RAL 9005 on request.


